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SERVICE BULLETIN

TL14M, TL16M & TL17M Major Inspections

Rev No.: Date: Author: Description:

1 19.11.2025 A. Danks Original Issue

2 20.02.2026 P. Danks Reviewed and updated

Applicable Machines: TL14M, TL16M and TL17M

Criticality:

Issue Date: 19.11.2025

Overview: Parts that must be replaced during major inspections.
Parts that must be non-destructively tested and re certified.
Recommended additional testing

Ensure all this work is carried out in a safe working environment. All work is to be carried out by a
competent tradesperson.

1.0 PROCEDURE FORTL14M

1.1 Parts that must be replaced

1.1.1 Basket level, gearbox and hydraulic motor - Part number 77-01E012KIT#1.

1.1.2 Rotator actuator pin shaft - Part number 07A349.

1.1.3 M16 Nyloc nut - Part number 51B01610STDNZ (Rotator actuator shaft).

1.1.4  Turret structural bolts and washers incl Slew drive - Part number 77-0117-092-0011.
1.1.5 Jack leg fixing and mounting bolts. (contact Redmond Gary with truck Serial number).
1.1.6 Fish plate bolts and nuts. (contact Redmond Gary with truck Serial number).

NOTE: All bolts and washers should be coated with Molybond Corshield 23.

1.2 Parts must be nondestructively tested and recertified by Redmond Gary
Australia.

1.2.1  FlyJib (01E001).

1.2.2  Turret fiberglass Insert (19B050).

1.2.3 RGA recommends sending basket pitching bracket, 07A313, for condition assessment
(not structural testing).
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1.3 Recommended Testing

1.3.1 Itisrecommended that the basket be returned to Redmond Gary Australia, to be high
voltage tested by method of the water tank test. If basket fails it should be repaired
or replaced. Replacement part number 07A316.

2.0 PROCEDURE FOR TL16M and TL17M
2.1 Parts that must be replaced

2.1.1 Basket level, gearbox and hydraulic motor - Part number 77-01E012KIT#1.

2.1.2 Rotator actuator pin shaft - Part number 07A349.

2.1.3 Nyloc nut M16 - Part number 51B01610STDNZ (Rotator actuator shaft).

2.1.4 Turret structural bolts and washers incl Slew drive - Part number 77-0117-092-0011.

2.1.5 Jack leg fixing and mounting bolts. (contact Redmond Gary with truck Serial number).

2.1.6 Fish plate bolts and nuts. (contact Redmond Gary with truck Serial number).

2.1.7 Extension drive, chains set and adjustors. P# for boom rebuild kit 78-0117- 011-
0002.

NOTE: All bolts and washers should be coated with Molybond Corshield 23.

2.2 Parts that must be nondestructively tested and recertified by Redmond Gary
Australia.

2.2.1 FlyJib (01E001).
2.2.2 Turret fiberglass Insert (19B050).

2.2.3 RGArecommends sending basket pitching bracket, 07A313, for condition assessment (not
structural testing).

2.3 Recommended Testing

2.3.1 Itis recommended that the basket be returned to Redmond Gary Australia to be high
voltage tested by method of the water tank test. If basket fails it should be repaired or
replaced. Replacement part number 07A316.

For information regarding safety updates or other notices, please refer to RGA website:
www.RG.com.au ,under the service header for any service notices or bulletins.

Please contact Redmond Gary Australia if you are unsure of any instruction.
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